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GENERAL NOTES:

CONTRACTOR IS TO ENSURE THAT ALL PERSONNEL WORKING ON THIS PROJECT
ARE PROTECTED VIA FALL PROTECTION EQUIPMENT AND PROCEDURES IN
ACCORDANCE WITH OSHA SAFETY STANDARDS.

ALL DIMENSIONS, INSULATION THICKNESSES AND ROOF SLOPES TO BE FIELD
VERIFIED.

REMOVE ALL WOOD AND METAL WALKWAY SYSTEMS.

COORDINATE TEMPORARY RELOCATION OF ALL TELECOMMUNICATIONS
EQUIPMENT AND RELATED CONDUITS, CABLING, ETC. WITH THE RELATED
COMPANY. UPON COMPLETION OF THE ROOF SYSTEM IN THE AREA OF THE
TELECOMMUNICATIONS SYSTEMS, COORDINATE RELOCATION WITH THE
RELATED COMPANY.

REMOVE EXISTING BUILT-UP ROOF SYSTEM TO SUBSTRATE. REMOVE EXISTING
VAPOR BARRIER ADHERED TO CONCRETE DECK. CONTRACTOR IS TO EMPLOY
METHODS FOR REMOVAL OF ROOF MATERIAL INDICATED IN SHADED AREAS
NOTED ON DRAWING 1-HA1 PER PROCEDURES SET FORTH ON THAT DRAWING.

DOCUMENT LOCATION, MARK, REMOVE AND STORE THE EXISTING CATHODIC
PROTECTION SYSTEM. PROVIDE NEW CABLING AND ROOF ATTACHMENTS, AND
REINSTALL AFTER INSTALLATION OF NEW ROOF ASSEMBLY PER DETAILS SET
FORTH ON DRAWING 1-Al6. REMOVAL AND REINSTALLATION WORK BY A UL-
CERTIFIED CONTRACTOR AND VA LIGHTNING PROTECTION SPECS.

REMOVE EXISTING BASE FLASHING FROM ROOF PERIMETER AND AROUND ALL
ROOF PENETRATIONS.

REMOVE AND DISPOSE OF ALL DEMOLITION DEBRIS MATERIAL OFF-SITE PER
VAMC GUIDELINES. REF. TO SPECIFICATION SECTION 01 74 19.

INSTALL NEW MODIFIED BITUMEN ROOFING ON ALL ROOF SURFACES THIS SHEET.

NEW INSULATION THICKNESS TO AVERAGE R-33 VALUE FOR WHOLE ROOF. REF.
TO SPECIFICATION SECTION 07 22 00-2. SLOPE ROOF SURFACE TO DRAINS TO
ENSURE POSITIVE DRAINAGE.

INSTALL NEW BASE FLASHING AND COUNTER FLASHING AS SHOWN ON ROOF
PENETRATION AND PERIMETER WALL DETAILS ON 1-A14 AND 1-AlS.

INSTALL COUNTER FLASHING AND SEALANTS AS DETAILED ON 1-Al4.

INSTALL NEW ROOF DRAIN STRAINER COVERS.

EXISTING WALKWAY TO BE REMOVED AND REPLACED WITH NEW METAL
WALKWAYS SIMILAR TO EXISTING ON 10™ FLOOR ROOF EAST SIDE. SUPPORT PVC
SQUARE PIPE INSTALLED @ 4°-0” OC. SEE DETAILS ON 16 AND 17 ON 1-Al5.

REMOVE DEBRIS, EQUIPMENT AND EXTRA MATERIAL UPON COMPLETION OF
WORK, LEAVING ALL SURFACES IN A CLEAN CONDITION.

REF. TO 1-HA1 FOR ASBESTOS AND LEAD MATERIALS.

KEYED NOTES:

<> REMOVE OBSOLETE WOOD SLEEPERS.
@ REMOVE OBSOLETE ROOF MECHANICAL EQUIPMENT IDENTIFIED ON DRAWING.

@ INSTALL TREATED BLOCKING ACROSS END OPENINGS OF WESTERNMOST
MECHANICAL UNIT SUPPORT ASSEMBLY AS SHOWN AND DETAILED. 6 ON 1-Al14.

<4> COORDINATE WITH CELL PHONE SERVICES PROVIDER FOR PROTECTION AND/OR
TEMPORARY REMOVAL OF EXISTING SERVICE PROVIDER EQUIPMENT DURING
CONSTRUCTION.

<5> EXISTING CELL PHONE SERVICE PROVIDER CABLETRAY/WALKWAY FOR
PROTECTION OF CABLES.

@ EXISTING CELL PHONE SERVICE PROVIDER ANTENNA MOUNTED TO PERIMETER
ROOF RAILS. THE EXISTING CABLES FROM THE ANTENNAS ARE ROUTED ALONG
THE PERIMETER OF THE ROOF AND THROUGH THE SURFACE-MOUNTED
CABLETRAY/WALKWAYS. COORDINATE WITH THE SERVICE PROVIDER(S) FOR
PROTECTION AND/OR TEMPORARY REMOVAL OF THESE CABLES DURING
CONSTRUCTION.

@ COORDINATE WITH THE VAMC FOR PROTECTION AND/OR TEMPORARY REMOVAL
OF WIRING TO RADIO/TV ANTENNA DURING CONSTRUCTION.

REMOVE AND REPLACE EXISTING ROOF WITH NEW ROOF SYSTEM .
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